















































































































































Quick setting .

+4.9.8 Input and Output Setting

Enter the Input and Output submenu to set the Home source and USB
connection, enable new input source, CEC auto and microphone.

Home source: Customize settings to connect to the signal source after
power on. The options are Smart system, HDMI1, HDMI2, VGA, HDMI

Front, OPS, Whiteboard and Newline cast.

USB connection: After you connect the USB flash device to the port, you can
choose your USB Connection. OPS, Smart system and public can be set.

New input source: After the New input source function is enabled, the system
can automatically switch to the screen of the newly connected signal source.

CEC Auto Power On: “CEC Auto Power On” is enabled, When the HDMI

port of the machine is connected to a CEC device (such as a DVD), and both
the CEC device and the machine are turned off, if the CEC device is turned on,
the machine automatically turns on after receiving command from the CEC.

CEC Auto Power Off: “CEC Auto Power Off” is enabled, When the HDMI
port of the machine is connected to a CEC device, and both the CEC

device and the machine are turned on, if the machine is turned off, the CEC
device automatically turns off after receiving the command; if the CEC
device is turned off, the machine automatically turns off after receiving the
command.

Microphone: Microphone on or off.
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+4.9.9 Power ON/OFF Setting

Enter the Power submenu to set power on and off as following:

+ Automatic power on/off: Tap the button to enable the function, users can set
the power on/ off on time.

+ Power on/off on time: Set the power on/ off time, system will automatic
power on/off on the customize time.

- Energy saving: Set a duration after which the screen enters the lock mode if
the screen is left un-operated.

« Power option: Set the system enter power off or sleep mode when users press
power button or end session.

+ Sleep and touch to wake up: Tap the button to enable the function, users can
touch the screen to wake up the system from sleep mode.

Auto power on

Auto power of

« To set the automatic power on time, select Auto power on, and set the power
on time in Power on time, as shown in the following figure.

<« Power

+ To set the automatic power off time, select Auto power off, and set the power
off time in Power off time, as shown in the following figure.

€ Power

Auto power on .
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+ To set the energy saving time, tap Energy saving. In the dialog box that is
displayed, set a duration after which the screen enters the lock mode if the screen
is left un-operated. After the screen is locked, if the user does not operate the
screen within 120s, the screen enters the power off mode. The duration can be
set to 30 MIN, 60 MIN, 90 MIN, or NEVER. You can also customize this duration and
the range is 3 minutes to 480 minutes.

(ONOTE
NEVER indicates that the automatic power off mode function is not enabled.

Auto power on

Power on time
12:00 Mon Tue Wed Thu Fri

Choose energy saving time:

Auto power off
o

Power offtime
12:00 Mon Tue Wed Thu Fri

o
3
Energy saving °
120mins

°

Power option
Power off

Sleep and touch to wake up
off

+4.9.10 Smart Eye Protection

30 mins
60 mins

90 mins

Never

120

e ———
o

CANCEL 0K

Enter the Smart eye protection submenu to set Eye protection writing mode, Eye
protection brightness control mode and Bluelight filter. Only when Bluelight filter

is opened can Filter level be set.

+4.9.11 System

Enter the System submenu to see system version information, export the current

settings or enter the admin mode.
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e Admin mode

For enhance the security, and the better user experience, we collect the settings

about the security to the admin mode.

There are two ways to enter the admin mode:

+ Go to Settings — System — Admin mode, click the admin mode, then use the
floating keyboard on the screen, enter the passkey 2364606633 to get into the

admin mode.

« System

About

2, Admin mode
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+ Use remote control and press: UP> DOWN> UP> DOWN> LEFT> RIGHT> LEFT>
RIGHT> Brightness+> Brightness-, then you will see the admin mode pops up.

You can press the X button at the top of the right corner to exit it, or it will close
automatically if no operation detected after 5 minutes.

System administrator mode

1. Security

Enter the Security submenu to set about the all the security related settings such as
setting lock, gadgets lock:--etc.

€ Security °

Login passkey lock

Settings lock
Gadgets lock
Installation lock

UsB lock

Whiteboard/screenshot data
Never

+ Login passkey lock: Enable the log in passkey function by drag the slider. The
passkey is only limited to 6 digits, English letters are not allowed. After passkey

enabled, every time you boot up the screen, system will request the passkey.
+ Change passkey lock: If you would like to check the current passkey setting, or
change the passkey, you can change it here.

Settings lock: When you enable the setting lock, the setting-related icons will be
displayed as locked, if you would like to do the setting, need to enter the admin

mode and turn it off.
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newline

+ Gadgets lock: All the installed application will be listed here, you can disable any
gadgets you don't want to show in the gadgets list except Whiteboard and

Settings.

Caleulator
& FileCommander
o Offcesuite
Newine Broadoast
= aquaMal

Newine Cast

« Installation lock: When you enable the USB lock, under the smart system, only
USB disk will be locked, user will not able to read the data from the USB disk, but
USB mouse and keyboard could be used. Under the external source, all the USB
devices will be blocked.

+ Whiteboard/ screenshot data: You can set the data clearance time period, the
default setting is never.

2. Import/Update

Enter the Import/Update setting to do the changes about the system update,
network version update, system configuration import---etc.
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« Import/Update °

Import settings

Configuration file update

OTA notification e
OTA update

Network update

Reset

Import settings: If you had more than two devices and would like to keep the

setting as the same. You can export the settings in the setting page, all the
configuration setting will be exported as a file called 811config.jason. Put the file

into USB disk and plug it into USB port, then press the import option to import
the setting you have done in the other screen.

Firmware update: For manually update usage.

Configuration file update: For manually update usage.

OTA notification: Administrator could disable the OTA notification by disables the
switch. When the notification is off, even there is any OTA available, user will not

get any notification.

OTA update: When the OTA notification is off and the update is available,
administrator can use this option to download the OTA package and finish the
update.

Network update: For the router firmware update, when there is router firmware
available, press the option then finish the firmware update.

Reset: Do the network setting reset or system factory reset here.

3.Information

Enter Information to check the system info such as serial number, firmware
version---etc.
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4.10 Save session

Save session button will appear at the bottom of the screen when there is
whiteboard data, new screenshot data. Tap Save session button or tap the power

button to enter the Save session pop-up window. Users can save the session file as
their needs.

Save session

Select All

=] 2 2 9B B o @&

® Save Session Data

When no external USB flash memories are connected, icons will be gray. When an
external USB flash memory is connected, icons will turn into blue.

- Save to USB flash: Tap the “ ” in blue. The “newline” folder will be
created under the root folder, and the selected files will be saved in it.

« ”

+Share to mail: Tap the “ <
current session files by email.

icon to share the files. Tap AquaMail to share

« ”»

- Back to session: Tap the “#2” icon to back to session. The session will be
continued; session data are not cleared.

« END 99
X

+End session: Tap the
displayed.

icon to end session. The Warning dialog box will be

+ Tap Confirm. All writing pages and screenshots will be deleted and touch screen
will be powered off.

+ Tap Cancel. The session continues and the system go back to the Home page.
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[JNOTE
e Picture files are named in the following of prefix + creation file. Slide up/down using a
finger to switch pictures. Prefix name rule: WB (discussion mode page), AN (annotation
page screenshot), and SS (remote control screenshot).
* Do not eject USB flash memory before completing the saving process.
e |f the USB flash memory is bigger than 16GB or the file format is not FAT32, the data will not

be saved properly.

4.11 Automatically End Session

If the touch screen is left un-operated for a specified duration, it will be locked
to guarantee your privacy. Choose Settings > Power > Energy Saving to set the
duration. For details on the setting method, see “Power ON/OFF Setting” .

After the display is locked, if it is operated again within 120 seconds, the display is
unlocked. Otherwise, the display enters the shut down mode and automatically
deletes all session content. After the display is unlocked, the countdown dialog box

will not appear in current session.

Tap to cancel

JNOTE
Touch screen enter shut down mode by default in energy saving mode. Users can enter
“Settings > Power >Power option” to set the system to enter sleep mode.
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@ Add Shortcut

5.1 Add Shortcuts to Dock

Step 1. Long press any one of icons in the dock bar to enter the editing state. As
shown in the following figure:

Step 2. Tap the "+" icon to enter the add Main Icon interface, users can add up to 6
icons, as shown in the following figure:

Step 3. At the Home page, Tap the shortcut icon and you can start the program/
application or change to the external signal source.
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(0 NOTE

Long press the icon to enter the edit state, the + icon will not appear when the 6 main icons
are all added.

5.2 Delete shortcuts to Dock

Long press any one of icons in the dock bar to enter the editing state. Tap the X
icon in the upper left corner to delete the Main Icon.

(O NOTE
”.Users also can tap the icon name to modify as your need.

5.3 Newline Assistant

+5.3.1 Introduction
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The Newline Assistant is the tool used as a bridge between the smart system and
the OPS Computer (OPS). It helps add Windows software shortcut to the gadget
Page, as well as to protect USB data when switching between sources.

Therefore we strongly recommend users install the Newline Assistant after
installing the OPS Computer.

+5.3.2 Installation

Step 1. Connect OPS Computer correctly (See also "2.4 OPS Computer Installation ").

Step 2. On the Home Page, tap OPS. It will switch the signal source to the Internal
Windows system.

Step 3. Visit our website at www.newline-interactive.com and choose Products
> ER series > download to download the Newline Assistant installation
package.

Step 4. Install the Newline Assistant as instructed.

+5.3.3 Add Quick Start Windows Programs in Smart System

Step 1. In Windows, run the Newline Assistant program and drag the software
icons or folder shortcut icons that you want to add from the desktop or
menu to the Newline Assistant window. The applications added or deleted
through the Windows system will be automatically updated to the smart
system until the upload progress reaches 100%. If there is an application
not updated, tap “EEEE” in the upper right corner to manually update all
icons in the Newline assistant window to the smart system.

R Only folders and .exe file are supported.
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Step 2. Tapthe “BH” icon in the sidebar to enter gadget interface to view all the
Windows software shortcuts added by the Newline Assistant in Step 1.

Step 3. In the gadget interface. Tap the icon of an added Windows application to
start the software.
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@ Quick Setting Menu

Using two fingers to swipe up from the bottom of the screen, the Quick Settings
menu will appear, tap wherever outside of the menu to hide the quick setting menu.
As shown in the following figure.

newline

22:46

Thu, Apr.23

In the quick settings menu interface, swipe left or right with your finger to switch
the page, as shown in the following figure:

newline

247

Thu, Apr.23
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Icons

Name

Functions

Brightness

Drag the slider to adjust the brightness.

Volume |Drag the slider to adjust the volume.

@ Toolbar |Click the icon to turn on/off the toolbar.

6 Microphone Click the icon to mute/unmute Microphone

@ mute P ’

n . . . .

[% Freeze |Click the icon to enter/exit freeze function.
Click the icon to enable sound only mode.

@ Sound only In sognd only mode, the screen LCD d|§plays and LED _

N backlight turns off, other functions are in normal operating
condition.

@ Home [Click the icon to return to Home page.

@ Setting  |Click the icon to enter the settings page.

Screen Lock

Click the icon to enter/exit screen lock function. User can
set the temporary passkey for locking the screen.

@ Mute Click the icon to mute or unmute.

Wi-Fi Click the icon to turn on/off the Smart system Wi-Fi.
[ Bluelight | . . . )

@ Fliter Click the icon to turn on/off the blue light filter.
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D. Mode

A CAUTION

® Please switch off the touch screen when it is not used and enable the
function of Sound Only when you do not need to watch the screen, which
help reduce power consumption and save energy.

® On the premise of ensuring viewing effect, the energy consumption can be
reduced by lowering display brightness.

® To better save energy, the automatic power-off function is configured for
the touch screen, users can enter Settings > Power > Energy Saving to set
the duration.

Press “ {}” on the remote controller to enter the D. mode (ECO > Standard

> Auto > Custom). Hold the button to switch between the four modes.

® |n the ECO mode, the power output is reduced 50%, screen brightness is
40% of standard.

® |n the Standard mode, the screen brightness keeps the same.

® |n the Auto mode, the screen brightness is 80% of standard.

® |n the Custom mode, the screen brightness is 80% of standard.
Brightness can be adjusted manually.
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Serial Port Control

RS232 communication cable (please use cross data cables)

PIN This Device Computer
1 NC NC
2 RXDO TXDO
3 TXDO RXDO
4 NC NC 5 1
5 GND GND
6 NC NC 3 6
7 NC NC RS232 port of touch screen
8 NC NC
9 NC NC
Cover GND GND

Connect the RS-232 port to a computer or central control device, turn on the RS-232
serial port connection, and customize settings as follows.

Port No.: COM1 (set according to the port number of the computes or the central
control device)

Bit Rate 19200 Parity Check None

Data Bit 8 Stop Bit 1

The button control code is assigned as follows: (TV issues the return code to
the serial port after receiving the serial port command, and returns to the host
computer)

Functions Control Codes Return Codes

TF0999A2B3C402FF010001
CF

Power on TF0899A2 B3 C402FF0100CF

TF0999A2B3C402FF010101
CF

Power off TF0899A2B3C402FF0101CF
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Functions Control Codes Return Codes
M“tteé:gg“te 7F 08 99 A2 B3 C4 02 FF 01 02 CF |7F 09 99 A2 B3 C4 02 FF 01 02 01 CF
Mute On | 7F 08 99 A2 B3 C4 02 FF OF 00 CF |7F 09 99 A2 B3 C4 02 FF OF 00 01 CF
Mute Off | 7F 08 99 A2 B3 C4 02 FF OF 01 CF |7F 09 99 A2 B3 C4 02 FF OF 01 01 CF

Signal source

TF0899A2B3C402FF0106CF

TF0999A2B3C402FF010601CF

Enable
whiteboard

TF0899A2B3C402FF0107CF

TF0999A2B3C402FF010701CF

HDMI front

TF0899A2B3C402FF010ACF

TF0999A2B3C402FF010A01
CF

HDMI rear 1

TF0899A2B3C402FF0152CF

TF0999A2B3C402FF015201CF

HDMI rear 2

TF0899A2B3C402FF0153CF

TF0999A2B3C402FF015301CF

Internal PC

TF0899A2B3C402FF0138CF

TF0999A2B3C402FF013801CF

VGA

TF0899A2B3C402FF010DCF

TF0999A2B3C402FF010D01
CF

Page up

TF0899A2B3C402FFO0113CF

TF0999A2B3C402FF011301CF

Page down

TF0899A2B3C402FF0114CF

TF0999A2B3C402FF011401CF

VOL -

TF0899A2B3C402FFO0117CF

TF0999A2B3C402FF011701CF

VOL +

TF0899A2B3C402FFO0118CF

TF0999A2B3C402FF011801CF

Menu

TF0899A2B3C402FF011BCF

TF0999A2B3C402FF011B01
CF

Home page

TF0899A2B3C402FF011CCF

TF0999A2B3C402FF011C01
CF
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Functions

Control Codes

Return Codes

Return (exit)

TF0899A2B3C402FF011DCF

TF0999A2B3C402FF011D01
CF

TF0999A2B3C402FF012B01

OK TF0899A2B3C402FF012BCF CF
«— TF0899A2B3 C402FF012CCF (7; 0999A2B3 C402FF012C01
- TF0899A2B3C402FF012DCF ZII:: 0999A2B3C402FF012D01
TF A2B3C402FF012E01
) TF0899A2B3C402FF012ECF CF0999 3ca0 0 0
TF 0899 A2 B3 C4 02 FF 05 XX CF
NO.TES.: TF0999 A2 B3 C402 FF05XX 01
Setvolume |XXindicates the volume value CF
(0 to 100), corresponding to
hexadecimals 00 to 64.
Query the
flrmware 7F 0899 A2 B3 C4 02 FF 01 3D CF TF0999A2B3C402FF013D01
version CF
number
TF 0899 A2 B3 C4 02 FF 06 XX CF
NOTES:
Set display L TF0999 A2 B3 C402 FF 06 XX01
mode XX indicates the mode. cF
00=Standard, 01=Eco, 02=Auto,
03=Custom
Enable the
annotation |7TF0899A2B3C402FF0140CF |TF0999A2B3C402FF014001CF
mode
Microphone | 0 69 A2 B3 C4 02 FF 0141 CF |7F 09 99 A2 B3 C4 02 FF 01 41 01 CF
mute toggle
Microphone 7F 0899 A2 B3 C4 02 FF 0C 01 CF TF0999A2B3C402FF0C0101
Mute On CF
Mi
icrophone 7F 08 99 A2 B3 C4 02 FF 0C 02 CF TF0999A2B3C402FF0C0201
Mute Off CF
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Functions

Control Codes

Return Codes

Increase
backlight
brightness

TF0899A2B3C402FF0147CF

TF0999A2B3C402FF014701CF

Decrease
backlight
brightness

TF0899A2B3C402FF0148CF

TF0999A2B3C402FF014801CF

Set the value

TF 0899 A2 B3 C4 02 FF 09 XX CF
NOTES:
XX indicates the value of

TF0999A2B3C402FF09 XX 01

of backlight |backlight brightness (0 - CF
brightness |100), corresponding to the
hexadecimal number system (00
-64).
TF0999A2B3C402FF0115XX
CF
. NOTES:
Switch A S
. TF 0899 A2 B3 C402FF0115CF [XX=01 indicates the backlight is
backlight
on.
XX =00 indicates the backlight is
off.
SV\{Itch 7F 08 99 A2 B3 C4 02 FF O 01 CF TF0999A2B3C402 FFOE 0101
Backlight On CF
SV\{Itch 7F 08 99 A2 B3 C4 02 FF OE 00 CF TF0999A2B3C402FFOE0001
Backlight Off CF
Screenshot [7F0899 A2 B3 C402 FF01 1FCF |TF0999 A2 B3 C402FF01 1F01CF
Settings |7TF 0899 A2 B3C4 02 FF0120CF [7TF0999 A2 B3 C402FF012001CF
Freeze ON/ 7F 0899 A2 B3 C4 02 FF 01 3B CF TF0999A2B3C402FF013B01
OFF toggle CF
Freeze On |7F 08 99 A2 B3 C4 02 FF 0B 00 CF ZEog 99A2B3C402FFOBO0OL
Freeze Off |7F 0899 A2 B3 C4 02 FF 0B 01 CF 70999 A2 B3 €402 FF 0B 0101

CF

66




Functions

Control Codes

Return Codes

Switch router
mode (NAT/
Bridge)

TF 0899 A2 B3 C4 02 FF 03 XX CF
NOTES:

XX =01 indicates that the router
mode is NAT.

XX =02 indicates that the router
mode is Bridge.

TF0999A2B3C402FF03XX01
CF

Enable
Newline Cast

TF0899A2B3C402FFO0B02CF

TF0999A2B3C402FF0B 0201
CF

Close Newline

TF0899A2B3C402FFO0BO03CF

TF0999A2B3C402FF0B0301

Cast CF
Enable TF0999A2B3C402FF0B 0401
Newline TF0899A2B3C402FFO0B 04 CF CF
Broadcast

Close Newline
Broadcast

TF0899A2B3C402FFO0OBO05CF

TF0999A2B3C402FF0B0501
CF

Power supply

TF0899A2B3C402FF0137CF

TF0999 A2 B3C402 FF0137 XX
CF

NOTES:

01: power on state

00: power off state

Speaker

TF0899A2B3C402FF0182CF

TF0999 A2 B3 C402FF0182XX
CF

NOTES:

01: mute

00: unmute

Current signal
source

TF0899 A2 B3 C402FF0150CF

TF 0999 A2 B3 C4 02 FF 0150 XX
CF

NOTES:

Smart system =30

PC=17

HDMI rear1=1F

HDMI Rear 2 =1E

HDMI Rear 3=18

HDMI Front =19

TYPEC=21

VGA=22
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Functions Control Codes Return Codes
TF0999 A2 B3 C4 02 FF 01 33 XX
CF
NOTES:
XX indicates current volume value
Speaker 7E 0899 A2 B3 C4 02 FF 01 33 CE (XX is a hexadecimal value, range:
volume 00~64).
For example, XX = 20 indicates
current volume value is 32
(decimal value), XX =00 indicates
mute state.
TF0999 A2 B3 C4 02 FF 0135XX
CF
NOTES:
D.Mode |7TF0899A2B3C402FF 01 35CF [00: Standard
01: Eco
02: Auto(VN only)
03: Custom
TF0999 A2 B3 C4 02 FF 01 45 XX
Microphone cF
TF 0899 A2 B3 C4 02 FF 0145 CF |NOTES:
status . .
01: the microphone is mute.
02: the microphone is not mute.
TF0999 A2 B3 C4 02 FF 01 49 XX
CF
Backlight NOTES:
. TF 0899 A2 B3 C4 02 FF 01 49 CF |XX indicates the value of backlight
brightness . f
brightness (0 - 100), corresponding
to the hexadecimal number
system (00 - 64).
TF0999A2B3C4 02 FF 0181 XX
. CF
Backlight |7 c g 90 A2 B3 C4 02 FF 01 81 CF |NOTES:
status

00: backlight is on.
01: backlight is off.
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Functions Control Codes Return Codes
TF 0999 A2 B3 C4 02 FF 01 84 XX
Check to CF
screen lock |7F 0899 A2 B3 C402FF 0184 CF |[NOTES:
status 00: screen lock is off.
01: screen lock is on.
TF 0999 A2 B3 C4 02 FF 01 83 XX
CF
Whiteboard |/ 00 99 2 B3 c4 02 FF 0183 CF |NOTEY -
status 01: the whiteboard is activated
00: the whiteboard is not
activated.
TF 1399 A2 B3 C4 02 FF 0A 00 AB
CD EF GH IJ KL MN OP QR ST UV CF
NOTES:
AB: Power supply
CD: Speaker
Return to .
EF: Current signal source
system GH: Speaker volume
state of the |7F 0899 A2 B3 C4 02 FF0A 00 CF L D I\El)ode
previous 11 -
. Kl: microphone
options

MN: camera position

OP: backlight brightness

QR: backlight state

ST: Whiteboard state

UV: Switch to child safety lock
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@ VGA Signal Input Specifications

VGA (Video Graphics Array) is a computer display standard for analog signals. The
VGA port is a dedicated VGA standard computer data output port. The table below
lists the specifications of VGA signal input.

NO. Standard Resolution Refresh rate(Hz)
1 VGA 720 x 400 T0Hz
2 VGA 800 x 600 60Hz (VESA)
3 VGA 800 x 600 T2Hz (VESA)
4 VGA 1280 x 1024 T5Hz (VESA)
5 VGA 1280 x 1024 60Hz
6 VGA 1920 x 1080 (recg?ﬁ%?e:fje 0
7 VGA 1360 x 768 60.02 Hz
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Formats Supported by Multi-media

Multimedia type Format
Photo JPEG, PNG, BUMP, GIG
Video VP9, VP8, MJPEG

PCM, FFMPEG_ADEC, ADPCM, APE, FLAC, ALAC, TTA, MIDI, MP3,
BLURAYLPCM, OGG VORBIS, WAVEPACK

Audio
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Troubleshooting

Before contacting a service technician, please conduct an inspection according to the
following table. If the problem can't be solved by following the suggested steps, please

contact your local dealer. For your safety, do not repair the machine on your own.

Issue

Solution

The machine can't be
properly turned on /
the indicator is off

e Check whether the power socket is connected to the power
source.

e Check whether the power plug is properly plugged in.

e Check whether the power line is in poor condition.

e Check whether the rocker switch has been turned on.

Automatically turn
on/off when unused

e Turn off the automatic power on/off function.

e Check whether the device has been idle for a significant period
and therefore the machine has entered sleep mode.

e Check whether the input power is stable.

No image display

e Check whether the power cord is connected to an electrical
outlet and whether the power is turned on.

e Check whether the rocker switch of the machine has been
turned on.

e Check whether the power is turned on.

e Check whether the input computer is correctly connected.

e Check whether the input source is correct.

The image is normal,
but there is no sound

® Check the volume.

e Check whether the mute button on the remote control has been
pressed.

e Check whether the mute function in the menu is turned on.

Image or sound is
disturbed

e Find interfering electrical equipment nearby and move it away
from the machine.

® Do not share the same power outlet with interfering electrical
equipment.

Remote control
failure

® Replace the battery.

e Clean the transmission port in the top of the remote control
(check whether it is blocked).

e Check whether the batteries are poorly installed.
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Issue

Solution

Image color is
abnormal

e Check whether the HDMI cable is connected properly.
® Check whether the VGA cable is connected properly.

There is no touch
control under
external source
channel

® Try switching between different external sources.

® Make sure that the USB cable is connected to the correct
interface. For details, see the “Rear Port” section.

® Re-plug the USB cable.

Built-in computer has
no signal

e Check whether the built-in computer is properly inserted into
the slot.

e Check whether the built-in computer is in sleep mode.

® Press the power button on the built-in computer (refer to the
built-in computer manual for details) and turn it on manually.

Built-in computer
can’ tbeturnedon

e Check whether the computer and the machine are properly
connected.
® Replace the built-in computer.

Pen shakes (jitters)
when writing

The use of a Smooth pen is recommended. Hold the Smooth pen
far away from the tip and keep the angle between the Smooth pen
and the screen surface greater than 60° (keep your sleeve or wrist
away from the screen surface).

Remove sources of interference or change to an environment
without interference.

Strokes are
intermittent when
writing (only certain
part allows writing)

The use of a Smooth pen is recommended. Hold the Smooth pen
far away from the tip and keep the angle between the Smooth pen
and the screen surface greater than 60° (keep your sleeve or wrist
away from the screen surface).

Replace the tip or write with a larger occlusion area.

Check whether there is any foreign object on the infrared strip.

Remove sources of interference or change to an environment
without interference.
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Issue

Solution

Unable to write

Replace with a different colored pen.

The use of a Smooth pen is recommended. Hold the Smooth pen
far away from the tip and keep the angle between the Smooth pen
and the screen surface greater than 60° (keep your sleeve or wrist
away from the screen surface).

Remove sources of interference or change to an environment
without interference.

The use of a Smooth pen is recommended. Hold the Smooth pen
far away from the tip and keep the angle between the Smooth pen
and the screen surface greater than 60° (keep your sleeve or wrist
away from the screen surface).

The following conditions are not failures:

® Since the panels require precise production technology, there may be very few pixels
that are bright or dark, such as tiny red, blue and green spots (bright spots) on the
screen, or dark spots on some screens. This isn't malfunction and will not affect the
overall performance of the machine.

® The machine will make a slight noise due to backlight adjustment or heat dissipation.
This phenomenon is normal.

e When the projected image and audio sounds are normal, static energy may be felt by
touching the screen and the metal back cover.

(D NOTE

Because the machine is not optical bonding type, so in the case of high temperature difference and
high humidity, the inside of the screen glass may fog, this phenomenon can be removed by running
the machine continuously for about three hours.
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Maintenance

+ Daily Maintenance
® Do notinstall or place the machine near a heat source, or place it in direct sunlight,
in a dusty or humid environment, or where there is mechanical vibration or
shock. To ensure performance, keep it away from high voltage, transmission grid,
large metal objects, radar stations and other equipment.

® Do not wipe the body with chemical agents, as the chemicals may cause the cover
to deteriorate or cause damage to the surface paint. If there is dust or dirt, turn off

the power and wipe it with a soft cloth. Wipe the touch screen gently with a clean soft
cloth.

® Do not switch the machine on and off frequently, as this will affect the machine's
service life. After a normal shutdown, please wait at least three minutes before

turning it back on. If it is not to be used for a long period of time, please turn off
the power and unplug the power cord.

® Do not set the brightness and contrast to the maximum value for extended periods
of time as this affects the service life of the screen.

@ Do not write on the touch screen with any hard object in order to avoid scratching.

+ Infrared Strip Cleaning

The machine utilizes an infrared matrix in the horizontal and vertical directions to
detect and locate the user’ s touch. There are infrared strips (i.e., IR receiving tubes
and IR transmitting tubes) around the screen, which form an optical net made of
infrared rays on the surface of the screen. When you touch the screen, fingers or other
opaque objects will block the horizontal and vertical infrared rays that pass through
the point, and the controller will determine the coordinate position of the point.

Due to the long-term exposure to the air, the surface of the screen is extremely easy to
accumulate dust, resulting in insensitive touch or inaccurate positioning. Therefore,
the infrared strips around the screen should be cleaned regularly.

Infrared Strips
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Technical Parameter

+Specification Parameter

+Model TT-6520ER TT-7520ER TT-8620ER
+Display

Backlight Type LED

Aspect Ratio 16:9

Physical Resolution | 3840 x 2160 Pixel

Degree of color

1.07Billion (8bit+FRg) | 1-07Billion(8bit+FRC

1.07Billion(8bit+FRC

or 10 bit) or 10 bit)
*Loudspeaker
Location Bottom
Maximum Power 2Ix15W

Output

+Touch

Material of Touch
Surface

Tempered glass

Touch Sensing
Technology

IR

Touch Points

Windows: 20 points; Android: 10 points

Writing Points

Fine pen 3mm

Writing Instrument

Pens, Finger, Opaque object

+Power Dissipation

| Transportation / Storage

Stand-by Power
Consumption

< 0.5W

Working Voltage

100V ~ 240V, 50Hz/60Hz

Storage
Temperature/
Humidity

-20° C ~60° C / 20% ~ 90%(Non coagulation)

Working
Temperature/
Humidity

-10° C ~45° C / 20% ~ 80% (Non coagulation)

Installation Method

Wall-mount or Stand

76




+Specification Parameter

+Model TT-6520ER TT-7520ER TT-8620ER

Rated Power 250W 300w 400W

Rated Current Max 3.5A Max 4A Max 5.5A

Display Area 1428.48 X 1650.24 X 1895.04 X 1065.96
length X width (mm) 803.52mm 928.36mm mm

Boundary
Dimension(length X
width X the thickness of

1514.7 X 916.8 X

1736.6 X 1040.7 X

1982.6 X 1180.5 X

the bare | With ancing) | 96/114.2mm 97.1/132.1mm 97.2/132.1mm
(mm)

. 1640 X 221 X 1859 X 247 X 2119 X 275 X
Package Size 1036mm 1160mm 1281mm
Net Weight 41.5KG 55.5KG 68.5KG
Gross Weight 52.5KG 69KG 85.5KG

*Other Functions

Internal Wi-Fi

Built-in 2.4G/5G (Support Wi-Fi and hotspot enable in the same

time)
+Android System
RAM 4GB
Flash 64 GB

Multimedia file format

Supports most popular multimedia file formats

*Android Software

The Android Version

8.0.0

Function

Support screen annotation, whiteboard, wireless screen, check
in, vote and other functions.
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For more machine information, please visit:
https://newline-interactive.com/apac/technical-support/

The company is committed to machine updates and technical improvements. The
technical parameters and specifications are subject to change without prior notice. The
pictures in this manual are for reference only.
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