
Certif edi

HUDDLE CAM

SOLUZIONE PLUG-AND-PLAY PER PICCOLI SPAZI
Newline Huddle Cam è una soluzione di videoconferenza plug-and-play progettata per uffici e sale 
riunioni. Funziona con tutte le principali applicazioni di videoconferenza e audioconferenza ed è 
specificamente certificata per Zoom. Con la videocamera 4K UHD, il rilevamento facciale e un ampio 
campo visivo di 120°, Newline Huddle Cam ti consente di presentare e comunicare comodamente 
ovunque nella sala riunioni senza necessità di avvicinarsi al microfono e alla videocamera. La 
cancellazione dell’eco, del rumore e l’array di microfoni garantiscono lo svolgimento lineare e regolare 
delle riunioni con prestazioni audio di alta qualità. Newline Huddle Cam rivaluta le tue sale riunioni, 
migliorando la collaborazione remota in modo rapido, semplice e ovunque. 

Risoluzione 4K Campo visivo 

di 120 °​

Microfono integrato Eliminazione dell'eco



HUDDLE CAM

Camera 

Sensor 1/2,5" CMOS, 8,51M pixel

Resolution 4K (4K@30 fps, 1080p@60 fps/30 fps, 720p@60 fps/30 fps)

Field of View 120°

Effective Focus Length f = 2,8 mm

Aperture f 1 : 1,8

Minimal Illumination 0,5 Lux

Shutter Speed 1/30 s~1/10000 s

White Balance (WB) Yes

Scanning Mode Progressive

Backlight Compensation Yes

Brightness setting Yes

Contrast Ratio Adjusment Yes

Color Saturation setting Yes

Edge Enhancement Yes

Flicker Yes 50 Hz/60 Hz/ Off

Mirror image Yes

Digital Noise Reduction 2D; 3D 

Microphone

Microphone Type 4 MEMS Microphone Array

Pick-up Distance 3,5 m

Frequency 16 Hz~20 KHz

Polar Patterns Omni-directional

Noise Cancellation Yes

Echo Cancellation Yes

Automatic Gain Control Yes

USB Specifiction 

Hardware Requirement
2,4 GHz Intel® Core 2 Duo processor or higher 

2 GB RAM or more 
USB-A 2.0 (USB-A 3.0 required for 4K)

Color System / Compression H.264 / MJPEG / YUY2

UVC Protocol UVC 1.1

Input/Output Interface

USB Interface USB-B 3.0 × 1

SPDIF In 1

General

Input Voltage 5 V (USB Power)

Current Consumption 0,9~1,4 A (Max)

Power Consumption 4,5~7 W 

Working Temperature -10°C~40°C 

Storage Temperature -40°C~60°C

Dimensions 240,5 x 56 x 52,3 mm

Net Weight 0,56 Kg

Current Consumption 0,9 - 1,4 A (Max.)

2021 Newline Interactive Inc. Specification may vary by region, please contact our local offices for details. Actual product features and specifications are subject to change without notice. This material may include corporate 
names and trademarks of third parties which are the properties of the third parties respectively.  
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