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Newline OPS PC è un computer di bordo per i display Newline che si integra perfettamente all’interno 

dello slot OPS presente sul retro del pannello. Quando accendi il display Newline, l’OPS PC si attiva 

automaticamente e contemporaneamente. Nessun cavo visibile, nessuna necessità di collegare 

altri dispositivi Windows. Newline OPS PC presenta una serie di modelli con differenti specifiche 

tecniche. Tutti i modelli hanno OneKey Recovery per ripristinare rapidamente il PC in caso di guasto 

del sistema. Newline OPS PC nasce con processore Intel e supporta la risoluzione 4K / UHD a 60 hz 

per una migliore qualità dell’immagine. Un punto importante per qualsiasi soluzione Newline!
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Model WB5A820W WB5A820J WB7A120J

Processor Intel® Comet lake-U Intel® Comet lake-U Intel® Comet lake-U

SOC Intel® Core™ i5-10210U Intel® Core™ i5-10210U Intel® Core™ i7-10510U

Memory 2 x 4 GB DDR4 2 x 4 GB DDR4 2 x 8 GB DDR4

Performance 6 M Cache, up to 4,20 GHz 6 M Cache, up to 4,20 GHz 8 M Cache, up to 4,90 GHz

Storage 256 GB SSD 256 GB SSD 256 GB SSD 

Graphics Intel® UHD Graphics Intel® UHD Graphics Intel® UHD Graphics

Wireless Intel AC3165/8265 
(2.4G/5G/BT 4.2)

Intel AC3165/8265 
(2.4G/5G/BT 4.2)

Intel AC3165/8265 
(2.4G/5G/BT 4.2)

 WIFI/BT 802.11ac/BT4.2 802.11ac/BT4.2 802.11ac/BT4.2

Network Integrated 10/100/1000 M 
Adaption

Integrated 10/100/1000 M 
Adaption

Integrated 10/100/1000 M 
Adaption

Lan Intel 1000M Intel 1000M Intel 1000M

Audio Realtek ALC662 HD Audio IC Realtek ALC662 HD Audio IC Realtek ALC662 HD Audio IC

Interfaces Front Side

USB-A 3.0 x 2 
USB-A 2.0 x 2 
RJ45 10/100/1000 M x 1 
HDMI 1.4 out (4K@30 Hz) x 1 
Jack 3,5 mm Line out x 1 
Jack 3,5 mm Mic in x 1 
WIFI/BT ANT x 2 
Power button x 1 
Power LED x 1 
SSD LED x 1 
Kensington lock slot x 1 
USB-C x 1

USB-A 3.0 x 2 
USB-A 2.0 x 2 
RJ45 10/100/1000 M x 1 
HDMI 1.4 out (4K@30 Hz) x 1 
Jack 3,5 mm Line out x 1 
Jack 3,5 mm Mic in x 1 
WIFI/BT ANT x 2 
Power button x 1 
Power LED x 1 
SSD LED x 1 
Kensington lock slot x 1 
USB-C x 1

USB-A 3.0 x 2 
USB-A 2.0 x 2 
RJ45 10/100/1000 M x 1 
HDMI 1.4 out (4K@30 Hz) x 1 
Jack 3,5 mm Line out x 1 
Jack 3,5 mm Mic in x 1 
WIFI/BT ANT x 2 
Power button x 1 
Power LED x 1 
SSD LED x 1 
Kensington lock slot x 1 
USB-C x 1

JAE 80-Pin HDMI 2.0 (4K@60 Hz) HDMI 2.0 (4K@60 Hz) HDMI 2.0 (4K@60 Hz)

Power Input 12-19 V DC IN 12-19 V DC IN 12-19 V DC IN

TPM TPM 2.0 TPM 2.0 TPM 2.0

Watchdog Support Support Support

Material Metal Metal Metal

Dimensions 180 × 119 × 30 mm 180 × 119 × 30 mm 180 × 119 × 30 mm

Temperature Operating 5°C~45°C 
Storage -10°C~50°C

Operating 5°C~45°C 
Storage -10°C~50°C

Operating 5°C~45°C 

Storage -10°C~50°C

Relative Humidity 5%~95% (non-condensing)） 5%~95% (non-condensing)） 5%~95% (non-condensing)）

Net Weight 1 Kg 1 Kg 1 Kg

Windows Windows 10 Pro Preinstalled 
(not activated)

Windows 10 Pro License 
included

Windows 10 Pro License 
included


