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NEWLINE INTERACTIVE ECOSYSTEM

The Newline Interactive Ecosystem enhances teaching 

with versatile tools that seamlessly integrate with any 

software or device, meeting all classroom needs.

BULT-IN COMPUTER INTERGRATION

The built-in Google EDLA OPS PC with Android 

15 turns your monitor into a future-proof,  

all-in-one solution for business and education. 

It delivers Android capabilities, easy app 

access, and seamless collaboration directly on 

the screen.
Broad

Compatibility

4K HD

Resolution

USB Type-C

High Quality 

Sound System

Diverse

Connectivity

Maximum 

Viewing Angle

MAGIC AT YOUR FINGERTIPS ON ANDROID 15
The Newline C Series interactive display and Google EDLA 

OPS PC combine to deliver a truly exceptional 4K experience 

for classrooms and meeting rooms. This powerful duo brings 

the best of hardware and software together: stunning ultra-

high-definition visuals, paper-like writing with 40 touch points, 

and built-in speakers paired with Android 15 and Google 

EDLA certification for seamless access to Google Play, secure 

updates, and effortless cloud integration. Designed to work in 

harmony, they make teaching and teamwork intuitive, effective, 

and impressively connected.

First 

interactive

display with 

Android 15!



v11.25

PRODUCT SPECIFICATIONS

2025 Newline Interactive Europe S.L. All Rights Reserved, Newline logo is a registered trademark in the United States and other countries around the world. Product specifications may vary 

by region, please contact our local offices for details. All weights and dimensions are approximate. Actual product features and specifications are subject to change without notice. This 

material may include corporate names and trademarks of third parties which are the properties of the third parties respectively. 

Newline-interactive.com/eu   

Contact us at: Info_eu@newline-interactive.com / Support_eu@newline-interactive.com   /  Technical Support Hotline: +34 91 804 31 79

PANEL

Backlight Direct LED

Glass Surface Anti-Glare Glass

Bonding Technlogy Certified Zero Bonding

Display Area
65": 1429 x 804 mm 
75": 1651 x 929 mm 

86": 1896 x 1066 mm

Display Ratio 16:9

Resolution 3840 x 2160 (4K)

Colours 1,07 Billion

Brightness 450 cd/m²

Contrast Ratio 4000:1

Response Time 5 ms

Viewing Angle 178º

Display Life Time ≥ 50 000 hours
Transparency > 88%

Haze 2 % ~ 5 %

Touch Surface Hardness 7 MoHs, Pencil 9H

POWER CONSUMPTION

Standard Mode*

65": 91 W 
75": 116 W 
86": 146 W

Standby mode* <0,5 W

TOUCH

Touch Technology Stellar Touch Technology

Touch Points
40 Windows

20 Android/MAC/Linux

Touch Screen Writing Tools Passive pen, Finger, Fist

Number of stylus 2

Accuracy ±1 mm

SPEAKER

Speaker Position Front Facing

Speaker Rated Impedance 6 Ω
Speaker Max.Power Output 2 x 15 W DIMENSIONS / WEIGHT

Outline Dimensions* 
(Excl. wall mount) 

65": 1513 x 923 x 110 mm 
75": 1735 x 1048 x 111 mm 
86": 1981 x 1186 x 111 mm

Net Weight*

65": 38,5 Kg 
75": 50 Kg 
86": 74 Kg

VESA*

65": 600 x 400 mm 
75": 800 x 400 mm 
86": 800 x 400 mm

MODEL

C Series 65" + EDLA OPS PC

C Series 75" + EDLA OPS PC

C Series 86" + EDLA OPS PC

SMART SYSTEM

System Android 15

Chipset Rockchip 3588

CPU
4 x Cortex A76 @2.4 GHz
4 x Cortex A55 @1.8 GHz

GPU ARM Mali-G610 MP4

NPU 6 TOPS

Memory 16 GB DDR4

Storage 256 GB

Wi-Fi/ BT Wi-Fi 6 & Bluetooth 5.0

LAN 10/100/1000M 

SPECIAL

Language Multilanguage Support

OTA Supported

Multiuser Management Supported

Certificates CE, Reach, ROHS

NEWLINE SOLUTIONS COMPATIBILITY

Newline Software Ecosystem
Cast+, Signage Pro, Whiteboard 

Display Management Plus,  
Classroom Tools, Vote, Visualizer

PORTS

Rear
2x HDMI IN 2.0 (4k @60 Hz), 2x USB-B 2.0 (Touch), 2x USB-A 2.0 (Dynamic), 1x USB-A 2.0 (Embedded), 1x RS232,   

1x RJ45 10/100/1000 M, 1x SPDIF, 1x Audio Line Out, 1x VGA In,  1x USB-C (Camera Slot),  

Front 1x HDMI IN 2.0 (4k @60 Hz), 1x USB-B 2.0 (Touch), 2x USB-A 3.0 (Dynamic), 1x USB-C, 1x Microphone In,

OPS PC
1x HDMI OUT 2.1 (4K@60 Hz), 1x HDMI IN 2.1 (4K@60 Hz), 3x USB-A 3.0., 1x USB-C, 1x RJ45 10/100/1000 M, 1x Microphone In,  

1x Line Audio Out


